
MULTIPAIR CABLE

TWISTED PAIR
UNSHIELDED

Description:

Each Conductor Stranded Tinned High Conductivity Copper,
Color Coded Polyvinylchloride Insulation, Gray
Polyvinylchloride Jacket Overall.

Specifications:

Temperature - Voltage Rating
20 AWG      :80°C, 300V
16 AWG      :60°C, 30V
14-12 AWG :90°C, 600V
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WEICO
NO.

NO. OF
PAIRS

NO. OF
COND.

NOM. JACKET
THICK. (IN)

NOM.
O.D.
(IN)

UL
Listed

UL AWM
Style

#20 Stranded (7x28) Nom. Ins. Thickness .013"

4102/20 1 2 .025 .180 NEC CMG FT4

#16 Stranded (19x29) Nom. Ins. Thickness .023"

4102/16 1 2 .032 .274 NEC CMG FT4 2598

#14 Stranded (42X30) Nom. Ins. Thickness .031"

4102/14 1 2 .032 .340 NEC CL3 FT4 2587

#12 Stranded (65X30) Nom. Ins. Thickness .032"

4102/12 1 2 .035 .386 NEC CL3R 2587

Color Code:
20 AWG     :Black-Red
16-12 AWG:Black-White
Standard Put-Ups: 100 ft., 1000 ft.


